
SwitchCube®  
Direction Indicator

Wheel Chocks (both ends of car) 

Car Stop  
or PostBlue Flag

(blue light at night)
Locate 50 ft. beyond  
cars being worked. 

Blue Flags (blue light at night)  
Locate 50 ft. beyond cars being worked. 

Two-Way Derail
with sign

Refer to Single-Entry Siding above for product and placement

13 feet between 
 track centers

Derail with sign
150 ft. from doorway

Bumping PostBlue Flag  
(blue light at night)
50 ft. from doorway 

BASIC SPUR TRACK SAFETY MAPS

Track Clearance Marker
Avoid collisions on converging tracks.

Locate marker 50 ft. beyond a point which 
is 13 feet between track centers.

Place clearance markers on both tracks.

DERAIL

DERAIL

DERAIL

DERAIL

DERAIL

STOP

STOP

STOP

STOP

STOPSTOP

Stabilizes car being worked.  
Install after braking. 

50’

50’

Two-Way Derail with sign
(blue light at night)

Emergency Stopping Device. 
Locate 150 ft. beyond  

cars being worked.

Blue Flags (blue light at night)  
Locate 50 ft. beyond cars being worked. 

What every industrial rail yard needs at a minimum.

       SINGLE-ENTRY SIDING

DUAL-ENTRY SIDING

SEPARATE RAIL CARS

TRACK INTO BUILDING

FOR THESE SAFETY PRODUCTS AND MORE VISIT ALDONCO.COM
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